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COMMUNICATION TRANSMISSION
SYSTEM

FIELD

The embodiments discussed herein are related to wireless
communication systems.

BACKGROUND

Radio access communication networks such as Long
Term Evolution (LTE) and Long Term Evolution Advanced
(LTE-A) networks may be used for machine to machine
(M2M) communications, also known as machine type com-
munications (MTC). Generally, MTC may allow a device to
remotely report information over the radio access network to
an MTC application and/or a MTC server that collects the
information. Devices employing MTC may be used in a
variety of situations. An example of such a situation may
include smart meters that report resource consumption to a
utility company server via the radio access communication
network. Other examples of applications that may utilize
MTC include security networks for use in surveillance,
alarm systems or people tracking systems, transportation
networks, fleet management, toll collection, emission con-
trol, electronic health (eHealth) applications; manufacturing
monitoring and automation, and {facility management,
including home, building, and/or campus automation.
Because of the number of applications, devices employing
MTC on a given radio access communication network may
have the potential to substantially outnumber the devices
used for human to human (H2H) communication. Radio
access communication networks have also seen a large
growth in wireless data communication from its users.
Future growth in data communications may lead to a deficit
in spectrum available for radio access networks.

The subject matter claimed herein is not limited to
embodiments that solve any disadvantages or that operate
only in environments such as those described above. Rather,
this background is only provided to illustrate one example
technology area where some embodiments described herein
may be practiced.

SUMMARY

According to an aspect of an embodiment, a delegate
terminal may include a first wireless inter-terminal interface,
a processing device, and a computer storage medium. The
computer storage medium may have computer instructions
stored thereon that are executable by the processing device
to perform operations. The operations may include receiving
transmissions from multiple terminals via the first wireless
inter-terminal interface. The transmissions may be aggre-
gated from the multiple terminals into an aggregated trans-
mission. The aggregated transmission may be transmitted to
a base station of a radio access network.

The object and advantages of the embodiments will be
realized and achieved at least by the elements, features, and
combinations particularly pointed out in the claims.

It is to be understood that both the foregoing general
description and the following detailed description are exem-
plary and explanatory and are not restrictive of the inven-
tion, as claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

Example embodiments will be described and explained
with additional specificity and detail through the use of the
accompanying drawings in which:
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2

FIG. 1 illustrates an example network architecture of a
telecommunication system;

FIG. 2 illustrates an example connection process by a
delegate terminal on behalf of a batch of terminals that may
be implemented in the telecommunication system of FIG. 1;

FIG. 3 illustrates another example connection process by
a delegate terminal on behalf of a batch of terminals that
may be implemented in the telecommunication system of
FIG. 1,

FIG. 4 illustrates an example batch transmission via a
radio access interface that may be implemented in the
telecommunication system of FIG. 1;

FIG. 5 illustrates another example batch transmission via
a radio access interface that may be implemented in the
telecommunication system of FIG. 1;

FIG. 6 illustrates an example batch transmission via a
wireless local area network (WLAN) interface that may be
implemented in the telecommunication system of FIG. 1;
and

FIG. 7 is a flow chart of an example method of relaying
a group transmission that may be implemented in the
telecommunication system of FIG. 1, all arranged in accor-
dance with at least some embodiments described herein.

DESCRIPTION OF EMBODIMENTS

Some embodiments described herein may relate to a
telecommunication system based on the 3rd Generation
Partnership Project’s (3GPP) Long Term Evolution (LTE)
radio access network. Descriptions involving LTE may also
apply to 3GPP’s Long Term Evolution Advanced (LTE-A)
radio access network. However, the embodiments described
herein are not limited to the example telecommunication
systems described. Rather, the embodiments described
herein may be applicable to other communication systems.
In addition, some embodiments are herein described in
relation to devices employing machine-type communication
(MTC). However, the embodiments described herein are not
limited to MTC devices or MTC communication. Rather, the
embodiments described herein may be applicable to other
devices and other types of communication, including, but
not limited to, user equipment (UE) communication with
applications and/or servers. Some embodiments as herein
described may be practiced in conjunction with embodi-
ments described in U.S. patent application Ser. No. 13/422,
914 filed Mar. 16, 2012, the entirety of which is herein
incorporated by reference.

Embodiments of the present invention will be explained
with reference to the accompanying drawings.

FIG. 1 illustrates an example network architecture of a
telecommunication system 100, arranged in accordance with
at least some embodiments described herein. The telecom-
munication system 100 may include the network architec-
ture of an Evolved Universal Mobile Telecommunications
System (E-UMTS). The E-UMTS may include an LTE radio
access network or the like. In some embodiments, the
telecommunication system 100 may include an Evolved
UMTS (Universal Mobile Telecommunications System)
Terrestrial Radio Access Network (eUTRAN). In these and
other embodiments, the radio access network may include a
base station 102.

The base station 102 may include base station equipment,
including hardware and/or software configured for commu-
nication with terminals 108A, 108B, 108C, 108D, 108E,
108F (collectively “terminals 108”), other base stations or a
core network 104. The base station 102 may include one or
more antenna for transmitting and receiving radio transmis-
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sions. In some embodiments, the base station 102 may
include a core network communication interface 106. For
example, the core network communication interface 106
may include an S1 interface as part of an LTE network.
Generally, the base station 102 may provide wireless access
to the radio access network for an area of land known as a
cell. Although only one base station 102 is shown, the radio
access network may include additional base stations, for
example, to provide radio access to a large geographic area.
In certain embodiments, the base station 102 may provide
access for multiple cells. In some embodiments, the base
station 102 may include one or more Evolved Node B
(eNodeB) logical nodes, for example, as part of an LTE
network.

The terminals 108 may include equipment to communi-
cate wirelessly. For example, each terminal 108 may include
hardware and/or software configured to allow communica-
tion with the base station 102 via a radio access interface of
the corresponding terminal 108. In some embodiments,
communication via a radio access interface may include the
use of a band of wireless spectrum licensed for cellular radio
access network communication. Alternately or additionally,
the terminals 108 may include hardware and/or software
configured to allow wireless communication via a wireless
local area network (WLAN) via a WLAN interface of the
corresponding terminal 108. As used herein, a radio access
interface and/or a WL AN interface of a corresponding one
of the terminals 108 may include the hardware and/or
software of the corresponding terminal 108 that enables the
corresponding terminal 108 to communicate via radio access
network and/or a WLAN.

In some embodiments, communication via the WLAN
interface may include communication over a band of unli-
censed wireless spectrum. By way of example and not of
limitation, the WLAN interface may communicate over a
2.4 GHz, 5 GHz, or 60 GHz band. In some embodiments,
communication via the WLAN interface may be based on
IEEE 802.11 standards. Alternately or additionally, the ter-
minals 108 may include hardware and/or software config-
ured to allow other wireless communication including, but
not limited to, long wave (LW) magnetic signals, ZigBee®,
Bluetooth®, infrared (IR), and the like.

The terminals 108 may include devices configured to
communicate data via the telecommunication system 100. In
these and other embodiments, the terminals 108 may include
UE devices, including but not limited to, mobile phones,
tablet computers, laptop computers and the like. Alternately
or additionally, the terminals 108 may include devices
configured for MTC communication with an MTC server
110 in communication with the core network 104. Examples
of such devices may include, but are not limited to, surveil-
lance and alarm devices, utility measuring and metering
devices, manufacturing monitoring and automation devices,
facility management devices, and the like.

In some embodiments, access procedures may be com-
pleted before the terminals 108 communicate directly with
the base station 102 or other terminals 108 via the radio
access interface of the corresponding terminal 108. Access
procedures may include synchronizing with and performing
a random-access procedure with the base station 102. The
base station 102 may be associated with a cell within which
the terminals 108 are located. Access procedures may
include establishing a radio resource control (RRC) connec-
tion, for example, as part of access procedures in an LTE
network. Alternately or additionally, other access procedures
may be used.

10

15

20

25

30

35

40

45

50

55

60

65

4

In some embodiments, establishing an RRC connection
for a terminal, for example, the terminal 108 A, may include
the following messaging steps. The terminal 108A may
transmit a random access preamble allowing the base station
102 to estimate transmission timing of the terminal 108A. If
the random access attempt is successful, the base station 102
may transmit a random access response. Transmitting the
random access preamble and receiving the random access
response may establish uplink synchronization and may
allocate uplink resources to be used in later steps of the
access procedure. If the random access attempt is not
successful, the base station 102 may send a random access
reject message and the terminal 108A may send another
random access preamble. Terminal 108A may transmit
another signal including a terminal identity, a buffer status
report, or other data. In some embodiments, the base station
102 may respond by transmitting an RRC connection setup
message. The RRC connection setup message may include
configuration information necessary for the terminal 108A to
communicate over the network via the base station 102. The
terminal 108 A may respond with an RRC connection setup
complete message, which may include information for the
base station 102 to complete the connection. The base
station 102 may receive the connection setup complete
message, and in response the terminal 108 A may be con-
sidered connected to the base station 102. Alternately or
additionally, other procedures may be employed to establish
a connection between the terminal 108A and the base station
102.

The telecommunication system 100 may allow for dis-
continuous reception (DRX) cycles and/or discontinuous
transmission (DTX) cycles. For instance, LTE networks may
allow for DRX and DTX cycles. In some embodiments,
employing a DRX cycle may allow a terminal, for example
the terminal 108A, to cycle between periods of monitoring
downlink (DL) transmissions, including control signals, and
ignoring DL transmissions. During the periods when DL
transmissions are ignored, reception circuitry may be
switched off to reduce power consumption. Thus, monitor-
ing DL transmissions for relatively short periods of time and
switching the reception circuitry off for relatively long
periods may allow a significant reduction of power con-
sumption by the terminals 108. Similarly, for DTX, UL
circuitry may be switched off when a device is not scheduled
to transmit UL transmissions. In some embodiments, two
cycles may be provided to a terminal, for example, a short
cycle and a long cycle. For example, in an LTE network, a
terminal may be provided a short cycle and a long cycle
when the terminal is in an RRC CONNECTED state.
Optionally, different DRX and/or DTX cycles may be pro-
vided to any of the terminals 108.

In some embodiments, the base station 102 may assign the
terminals 108 resources for communicating with the base
station 102 or other terminals 108 via the radio access
interface. For example, the base station 102 may provide the
terminals 108 UL transmission windows during which the
terminals 108 may transmit transmissions. In these and other
embodiments, the base station 102 may employ time divi-
sion multiplexing (TDM) to schedule transmissions. For
example, the base station 102 may schedule windows of
time dedicated to receiving UL transmissions of the terminal
108A on a particular frequency band; outside of the dedi-
cated time windows, the same frequency band may be used
for DL transmissions or UL transmissions by other terminals
108 connected to the base station 102.

In some embodiments, the base station 102 and/or the
terminals 108 may employ retransmission procedures for
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transmission error correction. For example, the base station
102 may employ hybrid automatic repeat request (HARQ).
When employing HARQ, an entity, for example, the base
station 102 or the terminal 108A, may transmit a transmis-
sion and then wait for a positive acknowledgement or a
negative acknowledgement. If the transmitting entity
receives a positive acknowledgement, the transmitting entity
may transmit a new transmission. If the transmitting entity
receives a negative acknowledgement, the transmitting
entity may retransmit the same transmission. Alternately or
additionally, the terminals 108 may employ retransmission
procedures for transmission error correction over a WLAN
interface.

The telecommunication system 100 may potentially expe-
rience some degradation of network performance. For
example, the use of MTC on a large scale has the potential
to degrade performance of the radio access network, includ-
ing, but not limited to, degrading H2H communications over
the radio access network. For example, the use of MTC on
a large scale may degrade radio access network performance
by demanding large signaling overhead to facilitate MTC
transmissions. Systems that implement MTC transmissions
may include a large number of MTC devices, each config-
ured to regularly transmit a small amount of data to a
corresponding MTC server, such as the MTC server 110.
The radio access network performance may also be
degraded when a large number of MTC devices send access
requests to a base station at one time, potentially resulting in
continuous collisions at a random access channel and
degrading the radio access network performance of termi-
nals communicating with the network via a base station,
such as the base station 102. By way of example, a large
number of MTC devices may attempt to establish a connec-
tion with the network at the same time, for example, when
an MTC application and/or MTC server 110 malfunctions,
an external event triggers MTC devices to report, and/or
MTC devices are synchronized to connect with a base
station and transmit reports at the same reporting times. If
the base station 102 is experiencing a high congestion load,
random access signaling attempts from individual devices,
including at least some of terminals 108B-108F, may be
rejected leading to both access delay and signaling overhead
to the network. Some embodiments described herein may
significantly reduce such access overhead and congestion.

In some embodiments, the terminals 108 may be assigned
to a group including a delegate terminal. Groups may be
formed based on characteristics of the terminals 108. For
example, a group may be formed from terminals 108 with
low mobility and high tolerance for transmission delay.
However, other characteristics may include MTC features,
server, subscriber, quality of service requirements, geo-
graphical deployments, or the like. Optionally, some or all of
the terminals 108 assigned to the group may be further
assigned to a batch and/or to different batches. A batch may
be a subset of a group.

In some embodiments, terminals 108 may be assigned to
a group and/or a batch when performing access procedures
with the base station 102 for the first time. When each
terminal 108 is assigned to the group or batch, each terminal
108 may be informed of its inclusion in the group. Each
terminal 108 may further be informed of a group ID and/or
batch 1D, and whether the corresponding terminal 108 has
been designated as the delegate terminal for the group. For
example, the terminal 108A may be designated as the
delegate terminal for a group including terminals 108A,
108B, 108C, 108D, 108E and 108F, and may be so informed.
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The terminal 108A will be hereinafter referred to as the
“delegate terminal 108A” for convenience in the discussion
that follows.

In some embodiments, the delegate terminal 108 A may
perform some procedures on behalf of the entire group. For
example, the delegate terminal 108A may perform at least
some part of access procedures on behalf of the entire group
as described at least with respect to FIG. 2 and FIG. 3. The
delegate terminal 108A may further perform at least some
part of aggregating transmissions from at least some of the
terminals 108 and transmitting the aggregated transmissions
to the base station 102. In some embodiments, the delegate
terminal 108A may aggregate transmissions from a batch of
terminals 108 within the group, transmit the aggregated
transmission to the base station 102, and then repeat with
other batches within the group. In some embodiments,
dividing a group into batches of terminals 108 may be based
on the hardware and/or software capabilities of the delegate
terminal 108A. For example, a batch size may be determined
such that the aggregated transmission of a batch may be
stored on an available memory of the delegate terminal
108A.

In some embodiments, the terminals 108 may be config-
ured to communicate with each other over one or more of
multiple inter-terminal interfaces of the corresponding ter-
minals. For example, terminals 108 may communicate via a
WLAN interface or a radio access interface. Communication
via the radio access interface may include inter-terminal
communication (also referred to as device-to-device (D2D)
communications in some embodiments) using circuitry and/
or wireless spectrum that allow the terminals 108 to com-
municate with the base station 102. In some embodiments,
inter-terminal communication via the radio access interface
may require scheduling resources through the base station
102. In some embodiments, inter-terminal communication
viaa WLAN interface may not require scheduling resources.
For example, an infrastructure mode or an ad hoc mode
provided by IEEE 802.11 standards may be used to com-
municate via the WLAN interface of the terminal(s) 108
and/or the base station 102. The infrastructure mode and ad
hoc mode provided by IEEE 802.11 standards may include
carrier sense multiple access with collision avoidance
(CSMA/CA).

The delegate terminal 108A may receive transmissions
from nondelegate terminals 108 via its radio access interface
and transmit an aggregated transmission to the base station
102 as described at least with respect to FIG. 4 and FIG. 5.
The delegate terminal 108 A may receive transmissions from
nondelegate terminals 108 via its WLAN interface and
transmit an aggregated transmission to the base station 102
as described at least with respect to FIG. 6.

In some embodiments, the delegate terminal 108 A may
select the inter-terminal interface for receiving transmissions
from nondelegate terminals 108. The inter-terminal interface
may be selected based on a comparison of the utilities of the
inter-terminal interfaces. The utilities of the inter-terminal
interfaces may be based on a weighted sum of utility
functions for different network attributes associated with the
inter-terminal interfaces. In some embodiments, a utility for
an inter-terminal interface may be determined by the fol-
lowing equation: Utility=[weight of delay|*[utility of
delay]+[weight of cost]*[utility of cost]. Weight of delay
and weight of cost may be determined according to a relative
importance of associated attributes. Utility of delay may be
proportional to the throughput of the network associated
with the inter-terminal interface being evaluated. Utility of
cost may represent an operator’s revenue for providing
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access via the inter-terminal interfaces. In some embodi-
ments, the utility of cost may be a constant value assigned
to each inter-terminal interface. For example, utility of cost
for a radio access interface may be larger than utility of cost
for a WLAN interface to capture more revenue for allowing
users access to the radio access network while capturing
potential user satisfaction due to WLAN wide bandwidth
and (potentially) decreased overall access delay. Alternately
or additionally, the utility of cost may include a function
based at least in part on the state of the radio-access network
and/or WLAN. Alternately or additionally, other criteria
may be used for determining the utility of or otherwise
selecting inter-terminal interfaces.

In some embodiments, the inter-terminal interface may be
selected for the entire group transmission, which may be
described herein as a fixed interface selection. For example,
the delegate terminal 108A may select a single inter-terminal
interface to be used by each batch of terminals 108 to
transmit transmissions to the delegate terminal 108A. In
some embodiments, fixed interface selection may be based
on a one-time determination and comparison of the utilities
of each network associated with the inter-terminal inter-
faces. If the terminals 108 receive a group and/or batch setup
message from the base station 102, it may imply to the
terminals 108 that the terminals 108 may use their radio
access interface to transmit transmissions to the delegate
terminal 108A. If the terminals 108 receive a beacon frame
from the delegate terminal 108A, it may imply to the
terminals 108 that the terminals 108 may use their WLAN
interface to transmit transmissions to the delegate terminal
108A. In some embodiments, when the terminals 108 may
use their WLAN interface to transmit transmissions to the
delegate terminal 108A, the terminals 108 may count the
number of beacon frames received from the delegate termi-
nal 108A. Alternately or additionally, the base station 102
may inform the terminals 108 of a batch index when
broadcasting a batch acknowledgement message after a
delegate terminal 108 A aggregated transmission. When the
counter value is equal to k, the terminals 108 assigned to the
kth batch may contend for the WLAN channel to transmit
transmissions to the delegate terminal 108A. Restricting the
number of terminals 108 contending for the WLAN channel
may reduce collision probability. In some embodiments, a
fixed interface selection may allow the terminals 108 to turn
off circuitry corresponding to one or more unused inter-
terminal interfaces of each of the terminals 108 for a time,
which may lead to power savings by the terminals 108.

In some embodiments, the delegate terminal 108 A may
select the inter-terminal interface for each batch of trans-
missions based on repeated determination and comparison
of the utilities of each network associated with the inter-
terminal interfaces, which may be described herein as an
opportunistic interface selection. For example, the delegate
terminal 108A may determine a utility of available inter-
terminal interfaces based on the current state of the networks
before each batch transmission and select the inter-terminal
interface with the largest utility. In some embodiments,
opportunistic interface selection may maximize the total
utility. The terminals 108 may periodically monitor the
inter-terminal interfaces to determine the inter-terminal
interface to be used for transmitting transmissions to the
delegate terminal 108A. For example, the terminals 108 may
periodically monitor batch setup messages from the base
station using the radio access interface and beacon frames
from the delegate terminal 108A. In some embodiments, the
terminals 108 may count the number of batch setup mes-
sages received from the base station 102 as well as the
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number of beacon frames received from the delegate termi-
nal 108A. Alternately or additionally, the base station 102
may inform the terminals 108 of a batch index when
broadcasting a batch acknowledgement message after a
delegate terminal 108 A aggregated transmission. When the
counter value is equal to k, the terminals 108 assigned to the
kth batch may—depending on the inter-terminal interface
chosen—be scheduled resources over the access network
interface or may contend for the WL AN channel to transmit
transmissions to the delegate terminal 108A.

In some embodiments, the delegate terminal 108 A may
select the inter-terminal interface for each batch of trans-
missions in a manner that maximizes a long-term utility
while limiting switching between different inter-terminal
interfaces, which may be described herein as a dynamic
interface selection. For example, the delegate terminal 108A
may consider a utility of available inter-terminal interfaces
based on the current and future projected state of the
networks associated with the inter-terminal interfaces and
select an inter-terminal interface that maximizes a long-term
utility while limiting switching between different interfaces.
In some embodiments, the current state and the future
projected state of the networks may be based on the number
of users connected to the network. In some embodiments, a
penalty may be associated with switching the inter-terminal
interfaces between batches of transmissions. For example, a
determined utility may be increased when the inter-terminal
interface is the same as the inter-terminal interface used for
the previous batch transmission. Alternately or additionally,
the determined utility may be decreased when the inter-
terminal interface is not the same as the previous batch
transmission. Statistical models may be used to evaluate the
expected future payoff. In some embodiments, a Semi-
Markov Decision Process (SMDP) may be used to deter-
mine the inter-terminal interface based on the future pro-
jected state of the networks associated with each inter-
terminal interface. Dynamic interface selection may limit
the signaling overhead for connection establishment and
may conserve power consumption while maximizing the
quality of experience (QoE) experienced by the terminals.

FIG. 2 illustrates an example connection process by a
delegate terminal on behalf of a batch of terminals that may
be implemented in the telecommunication system 100
described with reference to FIG. 1, arranged in accordance
with at least some embodiments described herein. As shown
in FIG. 2, a base station may transmit and receive transmis-
sions to and from a delegate terminal and devices D1, D2,
and D3. The base station may generally correspond to the
base station 102 of FIG. 1. The delegate terminal and the
devices D1, D2, and D3 may respectively correspond to,
e.g., the terminals 108A, 108B, 108C, and 108D of FIG. 1.

The delegate terminal and the devices D1-D3 may be
assigned to a group and may further know the group ID of
the assigned group. The delegate terminal may be designated
as the delegate terminal of the group. Alternately or addi-
tionally, other devices may be assigned to the group, such as
devices generally corresponding to devices including termi-
nals 108E and 108F of FIG. 1. In some embodiments, the
group may be divided into batches. For example, the devices
D1-D3 may form a batch and the devices D1-D3 may be
given a batch ID associated with their assigned batch. In
some embodiments, the delegate terminal may be included
in the batch with the devices D1-D3.

In the illustrated embodiment, the base station may send
a group paging message, for example, at time t1. Although
shown as being received by the delegate terminal and
devices D1-D3, the group paging message may be received
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by more devices. For example, the group paging message
may be received by each device in the group. An MTC
server may prompt the base station to send the group paging
message, for example, to request a data report. The MTC
server may generally correspond to the MTC server 110 of
FIG. 1.

The MTC server may know the delegate terminal and/or
the devices D1-D3 have data to transmit. Alternately or
additionally, the MTC server may be scheduled to prompt
the group paging message. In some embodiments, the group
paging message may include the group ID and information
to be received by the delegate terminal and/or the devices
D1-D3. The group paging message may be sent when the
terminals are scheduled to monitor received signals accord-
ing to a DRX cycle assigned to the delegate terminal and/or
the devices D1-D3. The delegate terminal and the devices
D1-D3 may receive the group paging message and process
the information provided in the group paging message.

Alternately or additionally, the base station may not send
a group paging message, but rather, the delegate terminal
may initiate a connection procedure with the base station.
For example, the delegate terminal may have data to trans-
mit and/or may know that devices in the group may have
data to transmit and may initiate the connection procedure so
the data may be transmitted. In some embodiments, a device
in the group may inform the delegate terminal that the device
has data to transmit. Alternately or additionally, the delegate
terminal may be scheduled to initiate the connection proce-
dure. Alternately or additionally, an external event may
prompt the delegate terminal to initiate the connection
procedure.

In some embodiments, the delegate terminal may initiate
an RRC connection establishment as already described
above with respect to FIG. 1. In more detail, and with
reference to FIG. 2, establishing the RRC connection may
include transmitting a random access preamble at t2. If the
random access preamble is successfully received at the base
station, the base station may transmit a random access
response at t3. The random access response may be received
and processed by the delegate terminal and the devices
D1-D3. The random access response may be received and
processed by all devices in a batch. In some embodiments,
the delegate terminal transmits another signal at t4 that may
include a terminal identity, a buffer status report, or other
information.

The base station may respond to the terminal identity and
buffer status report by transmitting a batch connection setup
message at t5. The batch connection setup message may be
received and processed by the delegate terminal and the
devices D1-D3. The batch connection setup message may
contain the group ID and the batch ID such that the delegate
terminal and the devices D1-D3 may identify the group
setup message. In some embodiments, receiving the batch
connection setup message from the base station may imply
to the devices D1-D3 that the devices D1-D3 may use their
respective radio access interface to transmit transmissions to
the delegate terminal. In response to receiving the batch
connection setup message, each device D1-D3 may transmit
a connection complete message to the base station at t6-t8
and the delegate terminal may transmit a connection com-
plete message at t9. Connection complete messages may be
transmitted in the illustrated order and/or in any other order.
The connection complete messages may be received at the
base station; as a result, the delegate terminal and the
devices D1-D3 may be considered connected to the base
station.
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FIG. 3 illustrates another example connection process by
to delegate terminal on behalf of a batch of terminals that
may be implemented in the telecommunication system 100
described with reference to FIG. 1, arranged in accordance
with at least some embodiments described herein. The base
station, delegate terminal, and devices D1-D3 described
with respect to FIG. 3 may generally correspond to the base
station, delegate terminal, and devices D1-D3 as described
with reference to FIG. 2. The portion of the connection
process at times t1-tS may generally correspond to the
portion of the connection process at times t1-t5 as described
with reference to FIG. 2.

In some embodiments, the devices D1-D3 may transmit
connection complete messages to the delegate terminal at
16-t8 rather than to the base station. In some embodiments,
the devices D1-D3 may transmit the connection complete
messages to the delegate terminal at a reduced power.
Transmitting the connection complete messages at a reduced
power may reduce signaling overhead to the base station
and/or may enable the base station to grant resources that
would have been granted to the devices D1-D3 to one or
more other devices or users. The delegate terminal may
transmit a batch connection complete message to the base
station on behalf of the delegate terminal and the devices
D1-D3 at 19.

FIG. 4 illustrates an example batch transmission via a
radio access interface that may be implemented in the
telecommunication system 100 described with reference to
FIG. 1, arranged in accordance with at least some embodi-
ments described herein. The base station, delegate terminal,
and devices D1 and D2 illustrated in FIG. 4 may generally
correspond to the base station, delegate terminal, and
devices D1 and D2 as described with respect to FIG. 2 and
FIG. 3. In some embodiments, the example batch transmis-
sion illustrated in FIG. 4 may occur after the delegate
terminal and the devices D1 and D2 have performed a
connection process. For example, the delegate terminal and
the devices D1 and D2 may perform a connection process as
described with reference to FIG. 2 and/or FIG. 3.

In some embodiments, at time tl, the device D1 may
transmit a scheduling request to the base station to request
UL resources to transmit a transmission to the delegate
terminal. At t2, the base station may transmit a message
identifying UL resources for the device D1 to transmit the
transmission to the delegate terminal. At t3, the device D1
may transmit the transmission to the delegate terminal. At t4,
the device D2 may transmit a scheduling request to the base
station to request UL resources to transmit a transmission to
the delegate terminal. At t5, the base station may send a
message identifying UL resources for the device D2 to
transmit the transmission to the delegate terminal. At t6, the
device D2 may transmit the transmission to the delegate
terminal. At t7, the delegate terminal may transmit a sched-
uling request to the base station to request UL resources to
transmit an aggregated transmission to the base station. At
t8, the base station may send a message identifying UL
resources for the delegate terminal to transmit the aggre-
gated transmission to the base station. At t9, the delegate
terminal may transmit the aggregated transmission to the
base station. The aggregated transmission may include the
transmissions received by the delegate terminal at t3 and t6.
At t10, the base station may transmit a batch acknowledge-
ment to the delegate terminal and the devices D1 and D2. In
some embodiments, if a device receives a negative acknowl-
edgement, the device may retransmit the transmission to the
delegate terminal to be retransmitted to the base station.
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FIG. 5 illustrates another example batch transmission via
a radio access interface that may be implemented in the
telecommunication system 100 described with reference to
FIG. 1, arranged in accordance with at least some embodi-
ments described herein. The base station, delegate terminal,
and devices D1 and D2 illustrated in FIG. 5 may generally
correspond to the base station, delegate terminal, and
devices D1 and D2 as described with reference to FIG. 2,
FIG. 3, and FIG. 4. The example batch transmission illus-
trated in FIG. 5 may occur after the delegate terminal and the
devices D1 and D2 have performed a connection process.
For example, the delegate terminal and the devices D1 and
D2 may perform a connection process as described with
reference to FIG. 2 and/or FIG. 3.

In some embodiments, at time t1, the delegate terminal
may transmit a batch scheduling request to the base station.
The batch scheduling request may request UL resources for
devices D1 and D2 to transmit transmissions to the delegate
terminal and UL resources for the delegate terminal to
transmit an aggregated transmission to the base station. At
12, the base station may transmit a message identifying UL
resources for the delegate terminal and the devices D1 and
D2. At 3, the device D1 may transmit its transmission to the
delegate terminal. At t4, the device D2 may transmit its
transmission to the delegate terminal. At t5, the delegate
terminal may transmit an aggregated transmission to the
base station. At t6, the base station may transmit a batch
acknowledgement to the delegate terminal and the devices
D1 and D2. In some embodiments, if a device receives a
negative acknowledgement, the device may retransmit the
transmission to the delegate terminal to be retransmitted to
the base station.

In some embodiments, a batch transmission over a radio
access network—for example, a batch transmission as
described with reference to FIG. 4 and/or FIG. 5—may
alleviate spectrum congestion. For example, radio access
network resources allocated to the device-to-delegate-termi-
nal transmissions may be re-used by the telecommunications
network. Alternately or additionally, devices capable of
communicating with other devices over a WLAN may
alleviate spectrum congestion by employing their respective
WLAN interfaces to transmit device-to-device transmis-
sions.

FIG. 6 illustrates an example batch transmission via a
WLAN interface that may be implemented in the telecom-
munication system 100 described with reference to FIG. 1,
arranged in accordance with at least some embodiments
described herein. The base station and delegate terminal
illustrated in FIG. 6 may generally correspond to the base
station and delegate terminal as described with reference to
FIG. 2 through FIG. 5. The devices D1, D2, D3, and D4
illustrated in FIG. 6 may generally correspond to the termi-
nals 108A, 108B, 108C, 108D, and 108E of FIG. 1 and/or
the devices described with reference to FIG. 2 through FIG.
5.

In some embodiments, at time t1, the delegate terminal
may transmit a beacon frame to the devices D1-D4 via a
WLAN interface of the delegate terminal. In some embodi-
ments, receiving the beacon frame may imply to the devices
D1 and D2 that the devices D1 and D2 may use their WLAN
interface to transmit transmissions to the delegate terminal.
In some embodiments, the devices D1 and D2 may form a
batch and the devices D3 and D4 may form another batch.

Accordingly, the devices D1 and D2 may be assigned to
a first batch and may know to transmit after a first beacon
frame based on the assignment. At t2, the device D1 may
transmit its transmission to the delegate terminal via the
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WLAN interface of the device D1, which transmission may
be transmitted over a corresponding WLAN and then
received at the delegate terminal via the WLAN interface of
the delegate terminal. At t3, the device D2 may transmit its
transmission to the delegate terminal via the WLAN inter-
face of the device D2. In some embodiments, an acknowl-
edgement may be sent from the delegate terminal to the
devices D1 and D2 after transmissions have been received
from each and/or both of the devices D1 and D2.

At t4, the delegate terminal may perform a connection
procedure with the base station. For example, the delegate
terminal may perform a connection procedure generally
corresponding to the connection procedure described with
reference to FIG. 1. The connection procedure as illustrated
in FIG. 6 is condensed for clarity.

At 15, the delegate terminal may transmit a scheduling
request to the base station for resources for the delegate to
transmit an aggregated transmission to the base station. At
16, the base station may transmit a message identifying UL
resources for the delegate terminal. At t7, the delegate
terminal may transmit an aggregated transmission to the
base station. The aggregated transmission may include the
transmissions from the devices D1 and D2. The base station
may transmit an acknowledgement to the delegate terminal
at t8. In some embodiments, if the delegate terminal receives
a negative acknowledgement, the delegate terminal may
retransmit part or all of the aggregated transmission to the
base station.

With continued reference to FIG. 6, the devices D3 and
D4 may be assigned to a second batch and may know, based
on the assignment, to transmit after a second beacon frame.
Accordingly, at 19, the delegate terminal may transmit a
second beacon frame to the devices D1-D4 via its WLAN
interface. In some embodiments, receiving the second bea-
con frame may imply to the devices D3 and D4 that the
devices D3 and D4 may use their WLAN interfaces to
transmit transmissions to the delegate terminal. At t10, the
device D3 may transmit its transmission to the delegate
terminal via a WLAN interface of the device D3. At t11, the
device D4 may transmit its transmission to the delegate
terminal via a WLAN interface of the device D4. The
delegate terminal may then send another scheduling request
and upload an aggregated transmission including the trans-
missions from the devices D3 and D4. For example,
although not illustrated, the delegate terminal may perform
steps following time t11 that are analogous to the steps
illustrated at t5-t8.

FIG. 7 is a flow chart of an example method 700 of
relaying a group transmission in a telecommunication sys-
tem that may be implemented in the telecommunication
system 100 described with reference to FIG. 1, arranged in
accordance with at least some embodiments described
herein. In some embodiments, the method 700 may be
implemented, in whole or in part, by a delegate terminal. For
example, the method 700 may be implemented by the
delegate terminal 108A of FIG. 1. Alternately or addition-
ally, a processing device such as a computer processing unit
(CPU) of a delegate terminal may execute computer instruc-
tions stored on a computer storage medium of the delegate
terminal to perform operations including those described
with respect to FIG. 7. Although illustrated as discreet
blocks, various blocks may be divided into additional
blocks, combined into fewer blocks, or eliminated, depend-
ing on the desired implementation.

The method 700 may begin at block 702, in which
transmissions may be received from a batch of terminals via
a wireless inter-terminal interface of the delegate terminal.
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In some embodiments, the inter-terminal interface may
include a WLAN interface or a radio access interface.

In block 704, the transmissions from the batch of termi-
nals may be aggregated into an aggregated transmission.

In block 706, the aggregated transmission may be trans-
mitted to a base station of a radio access network. The radio
access network may generally correspond to the telecom-
munication system 100 of FIG. 1. Alternately or addition-
ally, the base station may generally correspond to the base
station 102 of FIG. 1.

One skilled in the art will appreciate that, for this and
other processes and methods disclosed herein, the functions
performed in the processes and methods may be imple-
mented in differing order. Furthermore, the outlined steps
and operations are only provided as examples, and some of
the steps and operations may be optional, combined into
fewer steps and operations, or expanded into additional steps
and operations without detracting from the essence of the
disclosed embodiments.

For example, the method 700 may further include receiv-
ing transmissions from another batch of terminals via the
same wireless inter-terminal interface of the delegate termi-
nal. The transmissions from the other batch of terminals may
be aggregated into an aggregated transmission and trans-
mitted to the base station. Alternately or additionally, the
transmission from the other batch of terminals may be
received via a different wireless inter-terminal interface of
the delegate terminal.

In some embodiments, the method 700 may further
include receiving connection messages from the batch of
terminals via a radio access interface and transmitting a bulk
connection message indicating a connection status of the
batch of terminals to the base station.

Alternately or additionally, the wireless inter-terminal
interface may be selected from multiple wireless inter-
terminal interfaces of the delegate terminal based at least in
part on a utility of the wireless inter-terminal interfaces. In
some embodiments, calculating the utility of the wireless
inter-terminal interfaces may include estimating a future
utility of the wireless inter-terminal interfaces. The wireless
inter-terminal interface for receiving transmissions from
other batches of terminals may be reselected based at least
in part on a recalculated utility of the wireless inter-terminal
interfaces. In some embodiments, reselecting the wireless
inter-terminal interface may be based at least in part on the
wireless inter-terminal interface used to receive transmis-
sions from the previous batch. Reselecting the wireless
inter-terminal interface may also be based at least in part on
an interface switching preference. For example, an interface
switching preference may be set such that the inter-terminal
interface is switched only when the (long-term) utility
improvement is relatively high.

The embodiments described herein may include the use of
a special purpose or general-purpose computer including
various computer hardware or software modules, as dis-
cussed in greater detail below.

Embodiments described herein may be implemented
using computer-readable media for carrying or having com-
puter-executable instructions or data structures stored
thereon. Such computer-readable media may be any avail-
able media that may be accessed by a general purpose or
special purpose computer. By way of example, and not
limitation, such computer-readable media may include tan-
gible computer-readable storage media including random-
access memory (RAM), read-only memory (ROM), electri-
cally erasable programmable read-only memory
(EEPROM), compact disc read-only memory (CD-ROM) or
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other optical disk storage, magnetic disk storage or other
magnetic storage devices, or any other storage medium
which may be used to carry or store desired program code
in the form of computer-executable instructions or data
structures and which may be accessed by a general purpose
or special purpose computer. Combinations of the above
may also be included within the scope of computer-readable
media.

Computer-executable instructions include, for example,
instructions and data which cause a general purpose com-
puter, special purpose computer, or special purpose process-
ing device to perform a certain function or group of func-
tions. Although the subject matter has been described in
language specific to structural features and/or methodologi-
cal acts, it is to be understood that the subject matter defined
in the appended claims is not necessarily limited to the
specific features or acts described above. Rather, the specific
features and acts described above are disclosed as example
forms of implementing the claims.

As used herein, the term “module” or “component” may
refer to software objects or routines that execute on the
computing system. The different components, modules,
engines, and services described herein may be implemented
as objects or processes that execute on the computing system
(e.g., as separate threads). While the system and methods
described herein are preferably implemented in software,
implementations in hardware or a combination of software
and hardware are also possible and contemplated. In this
description, a “computing entity” may be any computing
system as previously defined herein, or any module or
combination of modulates running on a computing system.

All examples and conditional language recited herein are
intended for pedagogical objects to aid the reader in under-
standing the invention and the concepts contributed by the
inventor to furthering the art, and are to be construed as
being without limitation to such specifically recited
examples and conditions. Although embodiments of the
present inventions have been described in detail, it should be
understood that the various changes, substitutions, and
alterations could be made hereto without departing from the
spirit and scope of the invention.

What is claimed is:

1. A terminal comprising:

a first wireless inter-terminal interface;

a processing device; and

a computer storage medium having computer instructions

stored thereon that are executable by the processing

device to perform operations comprising:

receiving instructions designating the terminal as a
delegate terminal for a group of terminals including
the terminal, a first batch of terminals, and a second
batch of terminals different from the first batch of
terminals;

receiving transmissions from the first batch of terminals
via the first wireless inter-terminal interface while
designated as the delegate terminal for the group of
terminals including the first batch of terminals and
the second batch of terminals;

aggregating the transmissions from the first batch of
terminals into a first aggregated transmission;

transmitting the first aggregated transmission to a base
station of a radio access network;

receiving transmissions from the second batch of ter-
minals via the first wireless inter-terminal interface
while designated as the delegate terminal for the
group of terminals including the first batch of ter-
minals and the second batch of terminals;
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aggregating the transmissions from the second batch of
terminals into a second aggregated transmission; and

transmitting the second aggregated transmission to the
base station of the radio access network.

2. The terminal of claim 1, the terminal further comprising
a second wireless inter-terminal interface, and the group of
terminals further including a third batch of terminals differ-
ent from the first batch of terminals and the second batch of
terminals, the operations further comprising:

receiving transmissions from the third batch of terminals

via the second wireless inter-terminal interface;

aggregating the transmissions from the third batch of
terminals into a second third aggregated transmission;
and

transmitting the third aggregated transmission to the base

station of the radio access network.

3. The terminal of claim 2, the operations further com-
prising:

selecting the first wireless inter-terminal interface from a

plurality of wireless inter-terminal interfaces of the

terminal based at least in part on a first utility of each
of the plurality of wireless inter-terminal interfaces;
and

selecting the second wireless inter-terminal interface from

the plurality of wireless inter-terminal interfaces based

at least in part on a second utility of each the plurality
of wireless inter-terminal interfaces.

4. The terminal of claim 2, the operations further com-
prising:

selecting the first wireless inter-terminal interface from a

plurality of wireless inter-terminal interfaces of the

terminal based at least in part on a first utility, including

a first estimated future utility, of each of the plurality of

wireless inter-terminal interfaces; and

selecting the second wireless inter-terminal interface from

the plurality of wireless inter-terminal interfaces based

at least in part on:

a second utility, including a second estimated future
utility, of each of the plurality of wireless inter-
terminal interfaces, and

the first wireless inter-terminal interface.

5. The terminal of claim 4, the operations further com-
prising selecting the second wireless inter-terminal interface
from the plurality of wireless inter-terminal interfaces based
at least in part on an interface switching preference.

6. The terminal of claim 1, wherein the first wireless
inter-terminal interface includes at least one of a wireless
local area network interface and a radio access interface.

7. The terminal of claim 1, the operations further com-
prising selecting the first wireless inter-terminal interface
from a plurality of wireless inter-terminal interfaces of the
delegate terminal based at least in part on a utility of each of
the plurality of wireless inter-terminal interfaces.

8. The terminal of claim 1, wherein the first wireless
inter-terminal interface includes a radio access interface, the
operations further comprising:

receiving connection messages from the first batch of

terminals via the radio access interface of the first

wireless inter-terminal interface; and

transmitting a bulk connection message to the base sta-

tion, the bulk connection message configured to indi-

cate a connection status of the first batch of terminals.

9. A method for relaying a group transmission in a
telecommunication system, the method comprising:

receiving instructions at a terminal, the instructions des-

ignating the terminal as a delegate terminal for a group
of terminals including the terminal, a first batch of
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terminals, and a second batch of terminals different
from the first batch of terminals;

receiving transmissions from the first batch of terminals
via a first wireless inter-terminal interface while des-
ignated as the delegate terminal for the group of
terminals including the first batch of terminals and the
second batch of terminals;

aggregating the transmissions from the first batch of
terminals into a first aggregated transmission;

transmitting the first aggregated transmission to a base
station of a radio access network;

receiving transmissions from the second batch of termi-
nals via the first wireless inter-terminal interface while
designated as the delegate terminal for the group of
terminals including the first batch of terminals and the
second batch of terminals;

aggregating the transmissions from the second batch of
terminals into a second aggregated transmission; and

transmitting the second aggregated transmission to the
base station of the radio access network.

10. The method of claim 9, further comprising:

receiving transmissions from a third batch of terminals of
the group of terminals via a second wireless inter-
terminal interface;

aggregating the transmissions from the third batch of
terminals into a third aggregated transmission; and

transmitting the third aggregated transmission to the base
station of the radio access network.

11. The method of claim 10, further comprising:

selecting the first wireless inter-terminal interface from a
plurality of wireless inter-terminal interfaces based at
least in part on a first utility of each of the plurality of
w ireless inter-terminal interfaces; and

selecting the second wireless inter-terminal interface from
the plurality of wireless inter-terminal interfaces based
at least in part on a second utility of each of the plurality
of wireless inter-terminal interfaces.

12. The method of claim 10, further comprising:

selecting the first wireless inter-terminal interface from a
plurality of wireless inter-terminal interfaces based at
least in part on a first utility, including a first estimated
future utility, of each of the plurality of wireless inter-
terminal interfaces; and

selecting the second wireless inter-terminal interface from
the plurality of wireless inter-terminal interfaces based
at least in part on:

a second utility, including a second estimated future
utility, of each of the plurality of wireless inter-
terminal interfaces, and

the first wireless inter-terminal interface.

13. The method of claim 12, further comprising selecting
the second wireless inter-terminal interface from the plural-
ity of wireless inter-terminal interfaces based at least in part
on an interface switching preference.

14. The method of claim 9, wherein the first wireless
inter-terminal interface includes at least one of a wireless
local area network interface and a radio access interface.

15. The method of claim 9, further comprising selecting
the first wireless inter-terminal interface from a plurality of
wireless inter-terminal interfaces of the delegate terminal
based at least in part on a utility of each of the plurality of
wireless inter-terminal interfaces.



US 9,479,891 B2

17

16. The method of claim 9, further comprising:

receiving connection messages from the first batch of
terminals via a radio access interface of the first wire-
less inter-terminal interface; and

transmitting a bulk connection message to the base sta-
tion, the bulk connection message configured to indi-
cate a connection status of the first batch of terminals.
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